
 
 

How To Assemble Cabinets 

 

Getting Started: 
 

1. Prepare A Flat Work Space 6-8 Foot In Diameter 

 

2. Apply Protection Layer (Cloth Sheet, Cotton Blanket, Etc.) To Avoid Scratching Face Frame, Doors And 

Drawer Headers. 

 

3. Open Cardboard Boxes 

 

4. Group Cabinet Pieces For Each Cabinet 

 

5. Identify And Organize All Parts (To Include But Not Limited To The Following) 

 

¶ 2 ï İò Plywood Side Panels 

 

¶ 1 ï İò Plywood Back Panel 

 

¶ 2 ï İò Plywood Hanging Rails 

 

¶ 1 ï ½ò Plywood Toe Kick Backer Panel 4 İò Tall 

 

¶ 1 ï Ĳò Finished To Match Face Frame 

 

¶ 1 ï İò Plywood Top Panel (Wall & Tall Cabinets Only) 

 

¶ 1 ï 1/2ò Plywood Bottom Panel 

 

¶ 2 ï İò Plywood I-Beam Stretcher Panels  

 

1. Base Cabinet I-Beam Stretcher Panels 4ò x 22 5/8ò  

2. Vanity Cabinet I-Beam Stretcher Panel 4ò x 19 5/8ò 

 

¶ Drawer Slides (2 Per Drawer Box) 

 

1. Base Cabinet Drawer Slide 21ò  

2. Vanity Cabinet Drawer Slide 18ò 

 

¶ Door(s) Depending On Cabinet Size 

 

¶ Door Hinges 

 

¶ Drawer Header(s) Depending On Cabinet Size 

 

¶ 4 ï 5/8ò Solid Wood Dove Tail Drawer Box Panels 

 

¶ 1 ï ¼ò Plywood Drawer Box Bottom Panel 
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Tools Recommended: 

 
¶ Brad Nail Gun or Corrugated Nail Gun  

 

¶ Air Compressor 

 

¶ C-Clamps 

 

¶ Bar Clamps 

 

¶ Square 

 

¶ Tape Measure 

 

¶ Pencil 

 

¶ Wood Glue 

 

¶ Rubber Mallet 

 

¶ Hammer w/ Wood Block 

 

¶ Drill W/ 1/8ò & 5/32ò Drill Bits 

 

¶ #2 Phillips Screw Driver 

 

¶ #8 Wood Screws 

 

¶ Cotton Wiping Cloth (To Clean Excess Glue) 

 

¶ Level 

 

¶ 5/8ò 18 Gauge Galvanized Brad Nails For Attaching Face Frame To Side Panels 

 

¶ Ĳò 18 Gauge Galvanized Brad Nails For Attaching Plywood Side Panels To Top Panel (Wall Cabinets & Tall Cabinets 

Only),  Bottom Panel,  Back Panel, I-Beam Stretcher Panels (Base Cabinets & Vanity Cabinets Only) and Toe Kick 

Backer Panel. 

 

¶ We Recommend Cabinets With Exposed Sides (Sides That Are Seen After Installation) First, This Will Ensure You Will 

Have Replacement Parts From Other Cabinets If You Damage The Side Panels When Nailing or During Assembly. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Wall Cabinet Assembly Instructions:

 
 



Unpack Cardboard Cabinet Box: 

 

 

 

Apply Wood Glue In The Dadoe Joints On The Face Frame 

 

 



Attach The Side Panels To The Face Frame With 5/8òor Ĳò Brad 

Nails At A 45 Degree Angle 

 

 

 

Attach The Top Panel To The Face Frame 

 

 

 

 

 

 

 



Attach The Bottom Panel To The Face Frame 

 

 

 

Apply Wood Glue In All Dadoe Joints To Attach The Back Panel 

 

 

 

 

 

 

 

 



Place The Back Panel In The Side Panel, Bottom Panel & The Top 

Panel Dadoe Joints. Attach The Panel With Ĳò Brad Nails 

 

 

Apply The Back Panel Hanging Rails

 



Attach The Doors To The Face Frame 

 

 

 

 

 

 

 

 

 

 

 

 



Base Cabinet Assembly Instructions

 

 



Apply Wood Glue In The Dadoe Joints On The Face Frame 

 

 

 

Attach The Side Panels To The Face Frame With 5/8ò or Ĳò Brad 

Nails Shot At A 45 Degree Angle 

 

 



 

Attach The Bottom Panel To The Face Frame With Brad Nails 

 

 

 

Attach The I -Beam Stretcher Panels To Side Panels And Back Panel 

With Brad Nails 

 

  

 



 

 

Attach The Back Panel To The Side, I -Beam Stretchers & Bottom 

Panel With Brad Nails. Make Sure To Add Wood Glue To All Dadoe 

Joints. 

 

  

 

Attach ½ò Plywood Hanging Rail Supports To Back Panel 

 

 


